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The rate indicator shall be calibrated for and provided with a scale
reading in gallons per minute and shall have a range of 10% above
the maximum flow rate.
Where diatomite filters are used, the activating element of the flow
indicator shall be installed in the filter effluent line.
20. Concession Stands: Where concession stands are provided at type
"A" pools for dispensing food and/or beverages, the design must be such
that all sales are made to persons outside the fenced-in pool area.
21. Bathhouses: Adequate dressing and sanitary plumbing facilities shall
be provided for every public swimming pool. An exception to this may be
made in Types "B", "C", "D" and "E" pools where available facilities are
provided in connection with the general development for other purposes of
adequate capacity and number, in close proximity to the pool.
Every bathhouse shall be provided with separate facilities for each sex
with no inter-connection between the provisions for male and female. The
rooms shall be well-lighted, drained, ventilated and of good construction,
with impervious materials employed in general, finished in light colors and
so developed and planned that good sanitation can be maintained through-
out the building at all times.
a. Minimum sanitary plumbing facilities shall be provided, as follows:
Males: One water closet, one lavatory and one urinal for the first
100 bathers. One water closet and one urinal, for each additional 150
bathers or major fraction thereof. One lavatory, for each 200 addi-
tional bathers.
A minimum of three shower heads with one shower head, for each
additional 50 male bathers in excess of 150.
Females: A minimum of two water closets, for the first 100 females.
One additional water closet, for each additional 75 females or frac-
tion thereof.
One lavatory, for the first 75 females. One additional lavatory, for
each additional 75 females in attendance or major fraction thereof.
A minimum of two showers, for the first 100 females and one
shower for each 50 additional females.
These minimum criteria for bathhouse plumbing facilities shall be
based upon the anticipated maximum attendance in bathers. Facilities
for either sex shall be based upon a ratio of 60% of the total number
of bathers being male and 40% being female, excepting where pool
is confined to use by one sex only, wherein 100% of plumbing facility
requirements shall be provided for that sex.
Shower and dressing booths shall be provided in female dressing
space and dressing booths shall be provided with curtains or other
means of seclusion. This condition may be subject to variation for
schools and other institutional use where a pool may be open only
to one sex at a time.
b. Drinking Fountain: No less than one approved type drinking
fountain shall be provided available to patrons both at the pool and
in the bathhouse.


